NOTES
• Type: Fixed Watertight Window
• Material: Stainless Steel Only
• Mounting: All mounting gasket & hardware supplied by customer. Mounting holes optional
• Install on flat or curved bulkhead
• Glass: 1/4” to 3/4” tempered, laminated, tempered laminated & thermopane

• For matching vertical sliding window see drawings CC-1009 & CC-1010
• Square or Radius (6” min. plate cut) Corners
• Available Electrically Heated

FIXED WINDOW
STAINLESS STEEL
CONSTRUCTION

INBOARD LOOKING OUT

OUTBOARD

CLEAR OPENING

PLATE CUTOUT

1-1/2" 1-3/4"

TYPE A
GLASS INSTALLED OUTSIDE

OUTBOARD

CLEAR OPENING

PLATE CUTOUT

1-1/2" 1-3/4"

TYPE B
GLASS INSTALLED INSIDE

Drawing copyright 2016 Cornell-Carr Co., Inc.
All rights reserved.

IMPORTANT - This document discloses information in which Cornell-Carr Company, Inc. has proprietary rights. Neither receipt nor possession of this document confers or transfers any right to reproduce or disclose the contents of this document, any part thereof, any information contained therein, or any physical article, or to devise, or to practice any process, product or method therein, except by specific written permission from or under agreement with Cornell-Carr Company.